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PATENTED 

THD LIGHT-SCOPE PROCTO HRA LASER KIT 
Use 

The THD LIGHT-SCOPE PROCTO HRA LASER KIT comprises 
the THD Light-scope HRA laser anoscope and its 
accessories, suction tube, THD laser handle and THD HR 
liquid dispenser useful for the diagnosis and treatment of 
dysplasia 

General Description 

THD LightScope HRA laser is a disposable proctoscope 
complete with introducer and camera connection system,
complete with protective sleeve. 
The combined use of proctoscope and THD HRA Camera 

2.0 or THD 4k Cam allows the High Resolution Anoscopy (HRA) examination to be carried out. 
The THD HR LIQUID DISPENSER is a disposable accessory of the THD Light-Scope Procto HRA LASER KIT anoscope that 
makes it possible to release vital dyes to highlight injured tissues in the anal cavity through the precise application of 
contrast fluids (such as Lugol or Acetic Acid). 
The THD HR LIQUID DISPENSER accessory is shaped so that it can be easily used inside compatible anoscopes due to its 
curved form. 
The disposable THD HANDLE HRA LASER accessory makes it possible to focus the laser beam easily inside the 
anoscope when coupled with THD LASER STATION. The accessory is shaped so that it can be easily coupled with the 
THD LIGHT-SCOPE HRA LASER anoscope by means of special housings on the anoscope body. The fumes generated 
during the use of the laser beam are removed by means of the disposable accessory Suction tube coupled with the 
THD LIGHT-SCOPE HRA LASER anoscope and the appropriate aspirator. 

• The handle has an integrated, ready-to-use light source.
• The surface finish and the white colouring of the end cone of the proctoscope ensure the diffusion of light,

providing optimal viewing ability.
• The introducer and end cone are non-traumatic when inserted.
• The laterally curved introducer allows the introducer to be inserted and removed without having to remove

the camera.
• The transparent tip of the introducer allows a view of the structures of the anal canal during the introduction

of the anoscope.
• The large side windows allow access to the inner area of the proctoscope without having to remove the

camera. Insertion is thus possible without interrupting the magnified view.
• The camera connection adapter is equipped with a protective sleeve and lens that protects the image capture

device from contamination,
• the 2 side supports provide an adequate seat for the THD laser handle accessory and ensure safe use and

correct focusing of the laser beam during CO2 laser ablation treatment with THD Laserstation.
• The side supports can be rotated to release the 2 side windows and thus allow access to the operating area

with any biopsy instruments or to apply contrast media via THD Dispenser to the areas to be treated or
investigated.
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• The anoscope is equipped with an integrated fume suction system that can remove fumes produced during 
ablation directly near the mouth of the anoscope. 

• The fume suction system provides a suitable connection to the fume extractor to be used during CO2 laser 
treatment. This connection is ergonomically positioned at the end of the anoscope handle and does not 
interfere with manoeuvring the anoscope 

• The suction system guarantees optimal suction of the fumes, preventing them from escaping from the 
anoscope body and thus ensuring a high level of safety for the patient and the operator; it also keeps the 
area free of fumes that may prevent a correct view of the operating area. 

 
 

Functional Characteristics 
THD LIGHTSCOPE HRA LASER KIT 

Configuration for the use of the HRA Laser 
handle and suction tube 

Configuration for the use of the THD liquid 
dispenser and suction tube 

 

 

 
 

THD LIGHT-SCOPE PROCTO HRA LASER KIT 
Code Qty. Name Risk Class EMDN 

800298 - 10 10 THD LIGHT SCOPE PROCTO HRA LASER 
KIT  Z12020603 

includes 800297 10 THD LIGHT- SCOPE HRA LASER 
 

I 
Z12020603 

includes 880067 10 VIDEOANOSCOPE HANDLE HRA LASER I Z12011080 

includes 880068 10 THD HR LIQUID DISPENSER I A99 

includes 880065 10 HR SUCTION CONNECTION PIPE I Z12019099 

 

TH
D

36
10

74
_E

N
_R

ev
04

_2
02

50
21

8_
TH

D
 L

ig
ht

sc
op

e 
H

R
A 

LA
SE

R
 K

IT
 


