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THD N-Ano Digital is a Class I (MDR 2017/745) disposable medical device 
designed and manufactured for use as an anal canal diagnostic tool.

THD N-Ano Digital has been developed to be simple, intuitive, 
and ergonomic. It is a unique, internationally patented device designed 
to work in conjunction with THD Digital MiniCam. 

The handy handle features a connection with THD Digital MiniCam. 
This connection is integral with a movable sliding element on 
the device handle to obtain three different positions of use that make 
the instrument versatile and flexible. The design of the introducer 
and body are optimized to make the examination procedure 
as comfortable as possible for both clinician and patient.
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General description

Lmax
Lf

THD N-ANO
THD N-ANO 

MAXI

Internal lumen 19 mm 23 mm

External diameter 22 mm 26 mm

Device length 91 mm 91 mm

Min bevel length 75 mm 72 mm

Lmax

N-ANO N-ANO MAXI

Internal lumen 19 mm 23 mm

External diameter 22 mm 26 mm

Device length 91 mm 91 mm

The anoscope is made of ABS, compact, and easy to use in both video anoscopy and direct vision modes. 
The acquisition system is complete with a stand-alone light source, allowing photos and videos to be recorded 
via the interface developed within the THD Procto Software.

Truncated

Bevelled



THD N-Ano Digital comes with a protective disposable sheath, a sheath that is essential to protect the camera 
and safeguard the hygiene and cleanliness of the working instrumentation. 

Inside the package is an Activation Card that must be inserted into the Card Reader connected to the camera. 
The activation card contains functional parameters for activating and configuring the THD Digital MiniCam with 
THD Procto Software for an immersive and engaging experience.

THD N-Ano Digital is individually packed in a special pouch.
The product is latex free. 
•	 THD N-Ano Digital
•	 Sheath for THD Digital MiniCam
•	 Disposable Card
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THD N-Ano Digital allows wide diagnostic versatility. The sliding connection allows the camera to operate 
in three different configurations: initial position, intermediate position and operational position.

Anoscopy with direct vision 
and full access to the 

anoscope lumen.

Anoscopy with magnified 
vision enhanced by illumination 

using THD Digital MiniCam 
and side access to the 

anoscope lumen for the 
appropriate instrumentation.

Anoscopy with direct vision 
enhanced by illumination 

and partial access to 
the anoscope lumen.

Initial position Intermediate position Operative position

Product configuration

PACKAGING
THD N-ANO DIGITAL

CODE EMDN
PIECES

PER PACK

THD N-Ano Digital
Truncated 800313 G02060301 50

Bevelled 800314 G02060301 50

THD N-Ano Digital MAXI
Truncated 800315 G02060301 50

Bevelled 800316 G02060301 50

THD N-Ano Digital
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